Protecting Against Falling Objects

NATURE OF THE HAZARD

Welding, cutting and associated processes often take place in areas where falling objects may be present. Falling objects may seriously injure or kill. Falling objects are common problems on construction and demolition sites, from buildings to bridges, and are often a problem during maintenance work. Even sparks, spatter, and cut-off pieces can fall.

HOW TO PROTECT AGAINST FALLING OBJECTS

- Wear approved head and foot protection (see Information Sources).
- Be alert and aware of your total work environment and any possible overhead objects before you start working.
- Place a safety net or equivalent below overhead work.
- Follow safe work practices when working below overhead activities.
- Notify others of overhead work and any changing job conditions.
- Remember, a welding helmet or goggles restricts vision and may prevent taking the action necessary to avoid falling objects.
- Post areas where falling objects are a hazard.
- Practice safe hot work procedures.

HOW TO PREVENT FALLING OBJECTS

- Be certain that material being welded or cut is secured from falling.
- Do not permit loose objects near the edge of overhead structures.
- Appropriately cover floor and wall openings. Floor hole covers must effectively support two times the weight of employees, equipment, and materials that may be imposed on the covers at any one time.
- Use toe boards with guardrails where work takes place near unprotected edges where materials could fall.
- Do not kick, throw, or push anything off overhead structures – this includes electrode stubs and scrap metal.
- Do not create falling objects for others – be alert to your actions.
- Use fire blankets to prevent, or catch, falling sparks, spatter, and hot pieces.
INFORMATION SOURCES


ASTM International Standards, F2412, Test Methods for Foot Protection, and F2413, Specification for Performance Requirements for Protective Footwear, available from ASTM International, 100 Bar Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428–2559 (telephone: 610-832-9585; web site: wwwastm.org). (Note: F2412 and F2413 have replaced the former ANSI Z41 standard, which has now been withdrawn.)

ASTM International Standards, F2412, Test Methods for Foot Protection, and F2413, Specification for Performance Requirements for Protective Footwear, available from ASTM International, 100 Bar Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428–2559 (telephone: 610-832-9585; web site: wwwastm.org). (Note: F2412 and F2413 have replaced the former ANSI Z41 standard, which has now been withdrawn.)